


ULTRALITE

Aiir Duct & Furnace Cleaning Systems

Featuring:
* Four Stage Filtration System
* Versitile Modular Design
* Upgradeable to a Dual Fan Unit
* Superior Craftsmanship & Quality

Standard Package Includes:
*ULTRALITE Machine Assy.
* Owner’s Manual
* 25’ Heavy Duty Power Cord(s)
*12-1/2' X 10" Hose

Optional Accessories:

* 10" Plenum Connector
* Twister Rotary Brush Kit
- - * and Much, Much More
Specifications:
ULTRALITEI ULTRALITE I
Air Flow: 3200 CFM free air** 5500 CFM free air**
(2000 CFM with all Filtration) (3100 CFM with all Filtration)
Vacuum: 5" W.C. 5" W.C.
Weight: 156 Total 198 Total

Filtration (1st Stage): 7 Sq. Ft. Reuseable Bag 7 Sq. Ft. Reuseable Bag
Filtration (2nd Stage): 3 Sq. Ft. - Electrostatic 3 Sq. Ft. - Electrostatic
Filtration (3rd Stage): 8 Sq. Ft. Prefilter 8 Sq. Ft. Prefilter
Filtration (4th Stage): 8 Sq. Ft. 99.97% HEPA 8 Sq. Ft. 99.97% HEPA
Power Requirements: One - 120V, 20A Circuit Two - 120V, 20A Circuits

Fan: (1) Reverse Incline (2) Reverse Incline

Electric Motors: (1) 1-1/2 HP (2)1-1/2 HP

Power Cord: (1) 25’ Heavy Duty (2) 25’ Heavy Duty

Hose: 12.5' X 10” Hose 12.5° X 10" Hose

Finish: Powdercoat Powdercoat

Dimensions: 32"W X 34"H X 44"L 32"W X 34"H X 44"L
Clear Cy, Input _Collar: 12:: } 12:: .

o, Reducing Collar: 12" X 10 12" X 10

*All features are subject to change without notice. All specifications are subject to change without notice.
Major components specifications are manufacturers ratings. **AABC Certified Ratings




